>= MOOVAIR

CHARTE DE PERFORMANCE

Central MooV bMas0HOS20230E7

CLIMATISATION

. Conditions intérieures 5°F 17°F 25°F 35°F 47°F 55°F 65°F 75°F 80°F 85°F 95°F 105°F 110°F 115°F 122°F

Modele DB wB -15°C -8,3°C -3,9°C 1,7°C 8,3°C 12,8°C 18,3°C 24°C 26,7°C 29,4°C 35°C 40,5°C 43,3°C 46°C 50°C

TC 48,92 54,462 54,727 54,996 53,227 53,374 54,079 53,652 53,292 49,35 48,354 45,89 42,523 41,092 36,47

(12;':@ (1§§fc) sC 33,714 38,374 39,461 40,742 39,241 40,198 41,459 42,979 42,202 38,65 38,459 38,09 37,798 38,36 36,407

Input 2,7 3,306 3,441 3,707 3,787 4,01 4,285 4,624 5,047 5,452 6,447 6,413 6,338 6,574 6,451

TC 52,042 56,731 57,007 58,444 56,564 56,065 56,391 56,358 55,979 52,223 50,422 48,561 45,189 43,028 38,109

(271?12';) (f::c':) sC 35,68 39,75 40,921 43,021 41,469 41,965 42,973 44,882 44,11 40,7 39,912 40,067 39,968 39,951 37,884
FMA60HIAHUU230X7 Input 2,717 3,241 3,43 3,703 3,824 3,998 4,281 4,638 5,026 5,504 6,373 6,386 6,365 6,608 L WANA
DMA60HOS20230E7 TC 55,013 59,654 59,506 61,07 59,416 59,391 59,11 58,767 58,925 55,556 53,583 50,69 47,92 45,056 39,78
(2;,5;|’:C) (1;32002) sC 37,533 41,537 42,486 44,677 43,347 44,238 L4794 46,568 46,187 43,056 42,22 41,574 42,161 41,564 39,372

Input 2,729 3,237 3,376 3,691 3,812 4,053 4,303 4,619 5,047 5,51 6,501 6,366 6,344 6,505 6,438

TC 57,666 62,794 63,238 63,681 62,412 62,32 62,221 62,122 62,026 59,102 56,403 53,414 50,763 47,228 42,051

(22?:0) (1:'7‘:,';) sC 39,155 43,453 44,898 46,36 45,311 46,179 46,852 48,952 48,38 45,568 L4164 43,586 44,417 43,355 41,462

Input 2,715 3,224 3,401 3,638 3,804 4,036 4,312 4,619 5,032 6,088 6,447 6,359 6,318 6,471 6,485

LEGENDE: DB - Bulbe sec (Dry Bulb) WB - Bulbe humide (Wet Bulb) TC - Capacité totale (Total Net Capacity) (1 000 BTU/h) S$C - Capacité sensible (Sensible Capacity) (1000 BTU/h) Input - Courant total (Total Power) (kW) COP - W/W

CHAUFFAGE

Modele

FMA60HIAHUU230X7

DMA60HOS20230E7

Conditions intérieures 5°F 10°F 17°F 20°F 25°F 32°F 35°F 4LO°F 4L7°F 50°F 57°F
pbB -15°C -12,2°C -8,3°C -6,7°C -3,9°C 0°C 1,7°C 4,4°C 8,3°C 10°C 13,9°C
60°F TC 32,06 33,63 36,18 38,60 41,11 43,79 46,82 57,76 67,59 69,07 70,08
(15,6°C) Input 4,64 4,67 4,73 4,77 4,81 4,91 4,93 5,30 5,47 5,29 5,14
65°F TC 31,04 32,75 34,99 37,44 40,07 42,72 45,58 55,86 65,31 66,86 68,11
(18,3°C) Input 4,74 4,82 4,87 4,91 4,94 5,04 5,06 5,41 5,60 5,43 5,30
70°F TC 30,07 31,86 33,87 36,35 39,02 41,68 44,21 54,13 63,28 64,98 66,45
(21,1°C) Input 4,89 4,93 5,00 5,02 5,09 5,15 5,19 5,53 5,73 5,57 5,45
75°F TC 28,75 30,58 32,55 34,72 37,42 40,01 42,27 52,24 60,75 62,25 63,46
(23,9°C) Input 5,06 5,09 5,15 5,15 5,26 5,29 5,33 5,68 5,88 5,76 5,59
TC Capacité totale (Total Net Capacity) (1 000 BTU/h) Input — Courant total (Total Power) (kW) COP — W/W

LEGENDE: DB — Bulbe sec (Dry Bulb)




